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AC1015 

Internal Transformer Rating 1.5 kVA 

Welding Duty Cycle 50% 

Total Number of Savable Schedules 100 

Total Number of Jobs 10 

Maximum Internal Operating Temperature 75 °C 

Fuse Rating 20A 

Power Supply Requirements 110-120VAC  50-60Hz 

Weight  31 lbs (14 kg) 

Case Dimensions (L x W x H without terminals, with feet) 13.25" x 10" x 5.5" (33.6 cm x 25.4 cm x 13.9 cm) 

Minimum Pulse Length 16.67 ms 

Maximum Pulse Length (excluding seam mode welding) 1.65 sec 

Maximum Welds Per Minute 180 

AC1025 

Internal Transformer Rating 2.5 kVA 

Welding Duty Cycle 50% 

Total Number of Savable Schedules 100 

Total Number of Jobs 10 

Maximum Internal Operating Temperature 75 °C 

Fuse Rating 20A 

Power Supply Requirements 220-240VAC  50-60Hz 

Weight  32 lbs (14.5 kg) 

Case Dimensions (L x W x H without terminals, with feet) 13.25" x 10" x 5.5" (33.6 cm x 25.4 cm x 13.9 cm) 

Minimum Pulse Length 16.67 ms 

Maximum Pulse Length (excluding seam mode welding) 1.65 sec 

Maximum Welds Per Minute 180 

AC Spot Welders 

1.5 kVA and 2.5 kVA AC Welders 


