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Digital Light Force Micro Weld Head 
Digital Accuracy for Optimal Control 

 

The MWH1000 
          Applications: 
 

¶  

¶  

¶  

¶  

¶  

¶  

¶  

¶  

         Features: 

¶  

¶  

¶  

¶  

¶ 

 

¶ 

 

¶ 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specifications: Part I. 

Model Stroke 
Throat 
Depth 

Input 
Voltage 

Weld Power Rating Pneumatic Input 

MWH1000A 
.5 Inch 

1.27 cm 

9.5 Inch 

24.13 cm 

15 VDC, 

2.7 Amp 

Typical                  
160 ws or 2.5 kVA 

60+ PSI, 

ıò OD TUBE (quick disconnect) 

Up/Down Stroke Panel Adjust 

MWH1000M 
.5 Inch 

1.27 cm 

9.5 Inch 

24.13 cm 

15 VDC, 

2.7 Amp 

Typical                  
160 ws or 2.5 kVA 

N/A 

Specifications: Part II. 

Model Electrode Holder Electrode Type Actuation Force Range 

MWH1000A MWH-ADJ-SQ.125 

ELM-BMO-01-01-02-0015* 

ELM-AMO-015-025-04* 

ELM-AG-015-025-04* 

Air, 12 VDC 

40-1200 gmf 

.07-2.4 lbf 

.31-10.7 N 

MWH1000M MWH-ADJ-SQ.125 

ELM-BMO-01-01-02-0015* 

ELM-AMO-015-025-04* 

ELM-AG-015-025-04* 

Manual Foot 
Pedal 

40-1200 gmf 

.07-2.4 lbf 

.31-10.7 N 

The MWH1000 

 Digital Light Force Micro Weld Head 

*Choice of one set of electrodes.  Other options available. 


