
 

 

 

  

S u n s t o n e  W H 2 1 2 5  W e l d  
H e a d s  

Parallel Weld Heads 

The WH2 Weld Head  
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Feature Unit of 
Measure 

  

Model  Manual Pneumatic 

Actuation  Manual Pedal Air 
Weld Force - Standard (Springs) lbs.  1.0 - 8.0 1.0 - 8.0  

Weld Force - Heavy Duty (Springs) lbs.  3.0 - 21.0  3.0 - 21.0  

Max. Rating Watt Seconds  630 630 

Max. Electrode Stroke Inches 1 1 

Electrode Diameter Inches 1/8", 3/16", 1/4" * 1/8", 3/16", 1/4" * 

Electrode Configuration  Parallel Parallel 

Electrode Holder Type  Offset Offset 

Electrode Min/Max Gap Inches .05/1.5 .05/1.5 

Max. Throat Size (HxD) Inches 8 x 5 8 x 5 

Weld Cable Size/Length AWG/Inch 2/24 2/24 

Foot Pedal Type  Manual Chain AC, 3 Prong 

Air Solenoid Voltage VAC None 110 or 220 

Air Pressure For. Max. Force PSI N/A 60 

Air Cylinder Inside Diam. Bore. Inches - 1-1/16" 

Cycle Rate (Stroke) Full (Inch) 1 1 

Max. Dimensions 
(Including Pneumatics & Base Plate) 

Height x Depth x 
Width (Inches) 

19 x 12 x 8 19 x 12 x 8 

Weight (Before Packing). Lbs.  18 18 

Sunstone WH2125 Weld Heads 

Parallel Weld Heads 

Sunstone 
Engineering  
R&D Corporation 
 

1693 American Way 
Unit 5 
Payson, UT 84651 
USA 
Phone: 
801.658.0015 

*For Electrode Diameters, Specify When Ordering 

 

Manual Air 


